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We have been experimenting with
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Figure 1 Bed shaper/mulch layer.

dayneutral strawberries grown over black
plastic, inside tunnels as well as outdoors. It is a great system, and I think it might be
the easiest way to grow organic strawberries in our climate. It is a lot different than
traditional matted-row strawberry production though. Here are some thoughts on
what’s worked for us so far.
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Ordering plants: The best plants we’ve
Table 1. Effect of plant type on
gotten for this so far have been plugs.
‘Albion’ production. Mount Vernon,
You can order plugs from nurseries in the
2011
Southeast, although shipping is expenMarketable fruit/
sive. Getting someone to produce plugs
Plant type
plant (g)
locally would be much more affordable.
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At this writing, Cloud Mountain Farms in
plug
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Everson is producing strawberry plug
bare root
340
plants, which should be available for
Inside
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planting this fall. Plugs cost more than
plug
489
bare-root plants. However, they more
bare
root
325
than make up the difference in productivity. These are best planted in the first half of September. Planting later reduces
yields the following year. The next best plant type is bare root plants from a highelevation California nursery, planted late Sept-early October. Among the varieties
we have tried, ‘Albion’ and ‘Seascape’ are our favorite dayneutral varieties for
productivity, flavor and appearance. We have also tried many junebearing varieties,
but none of them has been as productive as the dayneutrals.
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DAYNEUTRAL STRAWBERRIES CONTINUED
be worked to a friable texture, and any compost or preplant fertilizer added. We like to add about 60 lb/A N and a similar amount of K. Then we make raised beds. There are lots of ways to do this – we have done it by hand (a lot of work!),
and have used a commercial bed shaper, as shown. This unit lays the plastic and drip tape at the same time it forms the
bed. We like our strawberry beds to be about three feet wide and 8 inches high, with two rows of strawberries 1 ft
apart, with a single drip tape running up the middle. Plastic comes in rolls 4, 5 or 6 ft wide. It should be about 1 mil
thick, so that it will hold up. You’ll need plastic wide enough to cover your bed, and with 4-6” on either side to bury in
place. Plastic expands when it is warm, so it is better to cover the beds when the plastic is warm. That way, it will grip
the bed tightly when it’s cold and the wind blows. Black plastic will warm the soil a few degrees (a good thing here),
and will keep out the weeds. Other colors won’t warm the soil as much. Clear plastic will warm the soil even more than
black, but weeds can grow under it. There are a number of products that claim to be biodegradable. Many of these are
being tested at WSU-Mount Vernon. So far, plain old cellulose (paper) breaks down well, although you have to re-cover
the edges from time to time. I don’t know if it would hold up long enough for strawberries (1 year) or not!
Planting: If you are planting plugs, be sure they are well-hardened before planting. Plugs should be well-filled by the
root system (like the one below) so they do not fall apart when planting. We use a bulb planter to make a hole in the
plastic and to establish a planting hole, then place a plant in the hole so that the soil slightly covers the plug, and press
soil in to set the plug firmly.

Figure 2. Bulb planters, hole with plug plant, and set plant.

Water and Fertilizer: We simply keep the plants well-watered through the fall, and then begin fertilizing as well as watering in the spring once new growth starts. Once the plants are growing vigorously, we like to add about 3.5 lb N/A/
week through the drip system in a weekly fertigation. We try to add about the same amount of K this way. We have
also found that some varieties show symptoms of
Calcium deficiency, which can be addressed by liming before planting or by supplementing with Calcium through the drip system. Some organic fertilizers tend to plug filters and drip lines, so we recommend cleaning the filter and flushing lines after
every fertigation. We irrigate with ½ inch of water
when tensiometer readings get above 40 or so. In
the summer, that’s usually 2 or 3 times a week.
Figure 3. Irrigation systems should include a shutoff or timer and a
Pest management: Slugs are a problem for us. They fertilizer injector, as shown here.
come out from under the plastic and chew on the young plants as well as on ripe fruit. We use Sluggo (iron phosphate),
which is OMRI-approved for organic production, and this helps, but does not eliminate them.
Gray mold, frequently caused by Botrytis, is the bane of strawberry growers everywhere. Mold-causing fungi can infect
open flowers, green fruit or ripe fruit. Consequently, when you are growing everbearing strawberries, the infection period lasts the entire season. Some infected fruit can be detected at harvest, but other infected fruit only begin to show
symptoms during handling and marketing. Conventional growers use a fungicide program to manage this perennial
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DAYNEUTRAL STRAWBERRIES CONTINUED
problem. Because the flowers or fruits have to be wet to be infected, leaf wetness
is critical. High tunnels keep rain and dew off the plants, and as you might expect,
greatly reduce the incidence of fruit rot. In England, supermarkets will only buy
strawberries grown under tunnels, because they know the fruit won’t rot prematurely.

Table 2. Diseased berries per plant,
2010, Mount Vernon, WA
Location
Gray mold
High tunnel

0.2 a

Open field

2.2 b

<0.0001
Powdery mildew is not a common problem outside of tunnels, but can be a prob- P Value
lem in tunnels. We have been able to control this through variety selection (Albion
and Seascape seem fine), and with occasional use of Kaligreen (potassium bicarbonate), which is OMRI-approved.

Verticillium wilt is caused by a widespread soil fungus. Strawberries are a host, as are many solanaceous crops. The
outer leaves of infected strawberry plants frequently wilt, but the younger inner leaves remain green. When Verticillium becomes a problem, rotating away from host crops is probably the best solution for an organic grower. Don’t follow
potatoes with strawberries – the potatoes can build up large populations of Verticillium in the soil without showing symptoms, and
the strawberries that follow them can be severely infected.
Harvest: Time of harvest depends a great deal on weather conditions, but generally starts in mid to late June and continues through
late September to mid-October. There is a peak of production in
July and a broader peak between mid August and the end of harvest (Figure 4). Both peaks begin about a week earlier under the
tunnels compared with harvest outside. We generally harvest once
or twice a week, but commercial growers would typically harvest
two to three times a week. Fruit that is red over 2/3 or ¾ of its surface area is ripe enough for harvest, depending on how you’ll market the fruit. (pick it more ripe for maximum flavor, more green for Figure 4. Seascape plant infected with Verticillium.
better shelf life). It is critical to get the
fruit into a cooler as soon as possible –
every hour the fruit remains unchilled
takes a day away from its shelf life. Picking before the heat of the day is a good
idea.
The total season’s production for us has
been about 300-350 g marketable fruit/
plant for bare root plants, and over 450
g/plant for plugs. We can fit about 1200
plants in a typical 30 x 100 ft tunnel, so
we’d anticipate maybe 1189 lb of strawberries to come out of that area. A
quart of strawberries weighs about 550
g, so I estimate that you’d come up with
982 quarts of strawberries. If you sold
them for $3.50 each, you would gross
$3,436 from that tunnel.
Figure 5. 2010 Mount Vernon WA strawberry production .

For Further Information and Other Resources
http://mountvernon.wsu.edu/Small_Fruit_Hort/indexSF.html

Join Us at a Field Walk at Cloud Mountain Farm Center to Discuss Day Neutral Strawberries
When: September 10, 5:00—6:00 pm
Where: Cloud Mountain Farm Center
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Berry Breeding Update
Pat Moore

With the aim of obtaining valuable grower input on promising WSU raspberry selections, three selections have been
planted in grower trials side by side with commercial cultivars. Three WSU selections and the new BC cultivar Rudi
were planted this spring in plots with each grower getting 100
-550 plants of each selection. Because of Intellectual Property issues, WSU selection numbers are not used as names for
the selections described below.
The selection that has been evaluated the most is a selection from a cross made in 1998 of
Cascade Dawn (RBDV resistant and root rot tolerant) and a root rot tolerant WSU selection. This selection has been evaluated in several machine harvesting trials, both at Randy
Honcoop Farm and Sakuma Brothers farm. The fruit releases well by machine harvester,
grows well under high levels of root rot pressure, and has been shown to be resistant to
RBDV. In hand harvested plots at Puyallup this selection has been slightly earlier than
Meeker with similar yields as Meeker.
The other two selections in grower trials have not been evaluated as extensively as the
first selection. One selection resulted from a cross between a WSU selection noted for
firmness and Boyne (RBDV resistant and root rot tolerant) made in 2004 and selected in 2007. Unfortunately graft
inoculations performed this spring indicate that this selection is RBDV susceptible. The other selection has as parents
a 1996 WSU selection and a selection derived from a wild raspberry. Since both parents are susceptible to RBDV this
selection is also susceptible to RBDV. Fruit of both selections were evaluated in 2010 and 2011 at Sakuma Brothers
farm. Fruit of these selections machine harvested well in both years and fruit observed at Field Days was thought to
have potential for IQF. This year these selections were planted in a new Machine Harvesting trial, root rot evaluation
plots, and yield plots at Puyallup as well as in the grower trials.
Placing selections into grower trials after evaluation in a single planting can be risky. Some selections will be included
in grower trials that may be later determined to be unacceptable. However, the time to cultivar release can be shortened by conducting the second level of testing (yield, root rot, and RBDV evaluations) concurrently with the grower
trials. By following this process the industry could have a new cultivar several years earlier.
The results and observations from ongoing grower trials, yield trials, and other evaluations will determine which of
these three selections will be released as new cultivars in the next few years. As the Machine Harvesting evaluations
conclude for the 2012 season, the selections that performed well will be included in the next grower trial.

Faculty Focus
Pat Moore
Scientist
WSU Puyallup R&E Center
moorepp@wsu.edu
http://hortla.wsu.edu/people/moore.html
Patrick Moore has been a Small Fruit Breeder with WSU since 1987. The goal of his program is to develop new raspberry
and strawberry cultivars adapted to the Pacific Northwest that have excellent flavor, high yields and improved disease resistance. The program conducts research on genetic variation and cultivar responses, nutritional properties of raspberries,
resistance to root rot and RBDV and machine harvestability of raspberries.
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MAINTAINING DRIP IRRIGATION SYSTEMS
Bill Lamont
Penn State Horticulture and Extension
wlamont@psu.edu
This article is a re-print from an article previously published in The Vegetable & Small Fruit Gazette, Penn State University Extension, Vol. 16 Issue
6, June 2012. Printed with the authors permission.

Drip irrigation systems are becoming more widely used for horticultural crop production, especially vegetable crops. The system
must function efficiently during the entire growing season. Failure
at a critical point in the crop production cycle can cause loss of the
entire crop. System failures are often due to inadequate maintenance of the system especially if fertigation is being utilized to supply nutrients to the plant’s root zone. Maintenance
of the drip irrigation system does take time and understanding; however, maintenance is critical for successful use of
drip irrigation systems. This article should help one understand how to maintain drip irrigation systems.
Water Quality
Water for drip irrigation can come from wells, ponds, rivers, lakes, municipal water systems, or plastic-lined pits. Water
from these various sources will have large differences in quality. Well water and municipal water is generally clean and
may require only a screen or disc filter to remove particles. However, no matter how clean the water looks, a water
analysis/quality test prior to considering installation of a drip irrigation system should be completed to determine if
precipitates or other contaminants are in the water. This water quality analysis should identify inorganic solids such as
sand and silt; organic solids such as algae, bacteria, and slime; dissolved solids such as iron, sulfur, and calcium; and pH
of the water. Water testing can be done by a number of laboratories in the state. Your local Cooperative Extension Service (CES) County Agent can supply a list of laboratories or suggest a local lab that can do water quality analysis. Check
with the lab first to obtain a sample kit containing a sampling bottle that is clean and uncontaminated.
Table 1: Criteria for Plugging Potential of Drip Irrigation System Water Sources
Factor

Slight

Plugging Hazard
Moderate

Severe

[in parts per million (ppm)* except pH]
Physical
Suspended Solids
(filterable)

<50

50-100

>100

pH

<7.0

7.0-7.5

>7.5

Manganese

<0.1

0.1-1.5

>1.5

Iron

<0.1

0.1-1.5

>1.5

Hardness

<150

150-300

>300

Hydrogen sulfide

<0.5

0.5-2.0

>2.0

Chemical

*Some water reports list results as milligrams per liter - mg/L which is equal to parts per million-ppm

In addition to these factors, it is desirable to ask for any additional tests that might be necessary. If the water is also to
be used as a household supply or might be used as a drinking water source, the analysis should also include the basic
drinking water analysis which includes bacterial counts, nitrates, or other suggested tests. Also salts, Chlorides, Sodium,
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Calcium (for general irrigated water quality).
Hydrogen sulfide can often be detected by a bad “rotten egg” smell. If a review of your water test indicates factors that
may cause potential plugging (Table 1), then special care in drip system maintenance needs to be practiced. High levels
of a factor might not render a well unsuitable for drip irrigation but will make appropriate water treatment a requirement before successful use in a drip irrigation system.
Any surface water such as streams, ponds, lakes, rivers, or pits will contain bacteria, algae or other aquatic life. Sand
media filters are absolute necessities. Even though sand media filters will be more expensive than screen or grooveddisk filters, they are highly recommended for water sources that have high levels of suspended organic and inorganic
materials.

Maintenance of the System
Filters
Both screen and sand media filters in a drip irrigation system should be checked during or after each operating period
and cleaned if necessary. A clogged screen or grooved-disk filter can be cleaned with a stiff bristle brush or by soaking
in water. A sand media filter should be backflushed when pressure gauges located at the inlet and outlet sides indicate
a five psi difference. Check drip irrigation lines for excessive leaking, and look for large wet areas in the planting area
indicating a leaking tube or defective emitter. It is also a good practice to flush submains and laterals periodically to
remove sediments that could clog emitters. Systems can be designed with automatic backflushing devices and automatic end line flushing devices, but still require manual checks.
Chemical Control Measures
Unfortunately, filtration alone is not always adequate to solve all water quality problems. Chemicals are necessary to
control algae, iron and sulfur bacteria, and disease organisms. Chemicals can cause some materials to settle out or precipitate out of the water while causing other materials to maintain solubility or stay dissolved in the water. Chlorine is a
primary chemical used to kill microbial activity, to decompose organic materials, and to oxidize soluble minerals, which
causes them to precipitate out of solution. Acid treatments are used to lower the water pH to either maintain solubility
or to dissolve manganese, iron, and calcium precipitates that clog emitters or orifices. Potassium permanganate also is
used to oxidize iron under some conditions. It is recommended to place the filtration system after the chemical treatment to remove any particles formed. Chemigation protection and injection equipment requirements vary with toxicity
class of the injected chemicals.
Bacterial Slimes/Precipitates
Bacteria can grow in the absence of light within the system or in a contaminated well. The bacteria can live on iron or
sulfur and produce a mass of slime that quickly clogs emitters and filters. This slime can also act as an adhesive to bind
other solids together to cause clogging. They also can cause soluble iron and sulfur to precipitate out of the water.
Bacteria cause iron precipitation by oxidizing soluble ferrous oxide to form insoluble ferric oxide. Iron concentrations as
low as 0.1 ppm can be troublesome, whereas levels of 0.4 ppm can be severe. The iron precipitate forms as a red filamentous sludge, which can attach to PVC and polyethylene tubing and completely block emitters.
Sulfur in amounts over 0.1 ppm of total sulfides can be troublesome in irrigation water. Bacteria that live on sulfur can
produce white stringy masses of slime, which can completely block the emitting devices. Interactions of soluble iron
and sulfur can lead to a chemical reaction forming insoluble iron sulfide. Stainless steel filter screens used in high sulfide water can cause iron sulfide precipitation.
Chlorination is the usual treatment to kill bacteria or inhibit their activity. A continuous residual rate of 1 to 2 ppm of
free available chlorine at the distant end of the irrigation system or an intermittent rate of 10 to 20 ppm for 30 to 60
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per treatment cycle should be effective. The initial injection rate may need to be higher to achieve the desired residual
level in the system. Treatment cycles may be required at the end of each irrigation cycle for severe water sources or
after every 10-20 hours of irrigation for cleaner water sources.
Sometimes, wells are contaminated with bacteria and shock chlorination is necessary to reduce or solve the problem.
This is done by injecting chlorine at a rate of 200 to 500 ppm into the well. The volume of water to be treated must be
estimated from the diameter and depth of the well. Consult a local well driller for exact procedures and regulations
prior to attempting this activity.
Algae and Aquatic Plants
Algae and aquatic plants in surface waters can be great nuisances’ because they reproduce rapidly during summertime
blooms. They have a tendency to become entangled in screen meshes and clog the surface of sand media filters, resulting in frequent filter backflushing. Algae can be controlled in surface waters by adding copper sulfate or other
chemicals in an approved manner. Care must be taken to avoid harming fish. Green algae can grow only in the presence of light, so they do not cause a problem in buried pipelines or black polyethylene. However, algae can grow in the
white PVC pipe or fittings used to assemble aboveground pipelines and then be washed into laterals and emitters to
cause clogging.
Chlorine is used to kill algae within the irrigation system. A chlorine concentration of 10 to 20 ppm for between 30 and
60 minutes is suggested. It is advisable to work section-by-section through the pipeline and flush the dead algae out of
the pipes immediately after treatment, to prevent emitters clogging. If significant emitter clogging occurs, a higher concentration may be needed to decompose the organic matter in the emitter.
Chemical Precipitation of Iron
Water with over 0.1 ppm of iron is quite likely to cause a problem in irrigation systems. The problem can be solved by
either removing the iron from the water or by retaining the iron in solution. Several techniques are available:
Aeration and Settling. A reliable way of removing iron from irrigation water is to pump the water from the well and to
spray it in the air over a pond or tank. During aeration of the water, iron is oxidized into its insoluble form, which can
be settled out in the pond. The disadvantage is that the water must be double-pumped, requiring a second pump after
the settling basin to re-pressurize the water. Energy costs are not increased, but two pumps must be purchased.
Chlorine Precipitation. Free chlorine will instantly oxidize ferrous iron to ferric iron and take it out of solution as a solid.
The iron concentration must be determined, and chlorine must be injected at a rate of 1 ppm for each 0.7 ppm of iron.
Some additional chlorine may be needed for other contaminants, such as iron bacteria and bacterial slime. Complete
mixing of the chlorine and water is necessary and can be accomplished by creating turbulence in the system before the
filter. A sand media filter is the most appropriate choice and should be backwashed frequently, preferably automatically.
If manganese is present in the water source, caution must be exercised, because oxidation of manganese by chlorine
occurs at a much lower rate. Care must be taken to precipitate the manganese before the filter, or clogging problems
could occur.
pH Control. Iron is more soluble at lower pH values. Acid can be continuously injected to keep the pH low in the irrigation system or can be used periodically to dissolve iron deposits. To dissolve the iron, the pH must be reduced to approximately 2.0 or less for a period of 30 to 60 minutes. The system must be flushed to remove the iron after treatment.
Iron precipitation can be caused by raising the pH. A solution to increase the pH can be prepared by mixing 3 pounds of
soda ash (58 percent light grade) with 4 gallons of water. This neutralizing solution can be injected into the water system and can be mixed with chlorine solutions.
Iron Sulfide Precipitation. Sulfur-bearing minerals are common in most sedimentary rocks. A soluble form of sulfate is
carried by water. Sulfates are difficult to precipitate and generally remain in solution. Sulfate can be used as a food
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source by bacteria which produces hydrogen sulfide gas as a by-product. If sufficient iron is present under moderate
reducing conditions, iron sulfides can be precipitated, and a sand media filter is suggested to remove the precipitate.
Precipitation of Calcium Salts
Calcium salts, particularly calcium carbonates, precipitate out as a white film or plating in the system. The salts are soluble at low pH. Acid can be used to maintain a pH of 4.0 or lower for 30 to 60 minutes which dissolves calcium deposits
to clean emitters and pipelines. Hydrochloric (muriatic) acid is recommended for treating calcium blockages although
sulfuric and phosphoric acid can also be used. Temperature, pH, and calcium concentration are all factors influencing
calcium solubility, so conditions can vary throughout the irrigation system. Water sources differ in the amount of hardness and/or pH requiring different amounts of acid to lower the pH. The most common acid that growers will find available is muriatic acid (20% hydrochloric acid) at hardware and farm supply stores. It will require about 0.5 to 1 gallon in
100 gallons of water of this strength muriatic acid material to lower the pH to approximate 3.5 for several well and tap
waters tested. Make sure that you flush and clean the injector after acid application since the acid may be corrosive to
internal parts. Allow the acid treated water to remain in your lines for 30 minute to 1 hour, then flush with water. Use
extreme care in handling acids and always add acid to water.
If the water hardness is excessive water softening equipment can be used to remove calcium and magnesium. Zeolite
water conditioners soften hard water by removing dissolved calcium and magnesium by ion exchange in a tank, where
they are placed in a deep bed. As hard water flows downward through the bed, the calcium and magnesium ions are
withheld by the mineral and replaced by sodium ions. When the sodium ions are exhausted, the system must be regenerated by a flow of salt water through the exchange material. A backwash procedure is used to remove the calcium and
magnesium ions. If the water contains iron, an iron-removal filter should precede the water softener.
Chlorination
The common practice of chlorination is the addition of chlorine to purify drinking water supplies. Chlorine acts as a
powerful oxidizing agent in water and vigorously attacks organic materials. Free available chlorine also reacts strongly
with readily oxidizable substances such as iron, manganese, and hydrogen sulfide.
To be effective, a residual of active chlorine in parts per million of available chlorine should be measurable near the end
of the lateral lines of the irrigation system. The amount of chlorine added to the system will be the residual desired
plus the amount needed by the water to oxidize the materials present. This amount can vary considerably over a season. Contact time between chlorine and the water should be maximized to get the most benefit.
Table 2: Common chlorine compounds used in microirrigation

Compound

Form

Percent Available

calcium hypochlorite

dry

65 - 70

sodium hypochlorite

liquid

5.26 - 15

gas

100

chlorine gas

The gas and liquid forms of chlorine are more commonly used (Table 2). Common household bleach, 5.25% sodium hypochlorite, is used in many small operations. Chlorine gas is more dangerous (very poisonous and very corrosive). A
commercial dealer should install the gas metering device called a chlorinator and train the operators. Chlorine gas is
heavier than air, so adequate ventilation is recommended.
The pH of the water greatly affects the effectiveness of chlorination. Acidic water causes greater availability of hypochlorous acid (HOC), which has an efficiency for killing microorganisms that is 40 to 80 times greater than that of hypochlorite (OC-). When chlorine is dissolved in water, HOC and OC-, which together are referred to as "free available chlorine", co-exist in an equilibrium relationship influenced by temperature and pH.
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A general formula for calculating the amount of chlorine to inject in liquid form (sodium hypochlorite, NaOC) is:
IR
IR
Q
C
S

where:

=
=
=
=
=

Q x C x 0.006/S
Chlorine injection rate (gal/hour)
Irrigation system flow rate (gal/min)
Desired chlorine concentration (ppm)
Strength of NaOC solution used (percent)

Example: A grower wishes to use household bleach (NaOC at 5.25% active chlorine) to achieve a 3 ppm chlorine level at
the injection point. The flow rate of his irrigation system is 90 gpm. At what rate should he inject the NaOC?
IR

=
=

90 gpm x 3 ppm x 0.006/5.25
0.31 gallon per hour

At an irrigation flow rate of 90 gpm, the grower is pumping (90 x 60) 5400 gph. The goal is to inject 0.31 gallon
of bleach into 5400 gallons of water each hour that injection occurs.
If the injector is set for a 300:1 ratio, it will inject 5400/300 or 18 gallons per hour. Then, 0.31 gallon of bleach
should be to 18 gallons of water in the stock solution.
Note:

be careful to use the same time units (hours) when calculating the injection rate.

Iron Removal by Potassium Permanganate
Iron also can be removed from water by an oxidizing filter charged with manganese- processed sand. The filter retains
oxygen when regenerated with potassium permanganate. As water flows through the oxygen-charged fiber bed, iron
unites with the oxygen and is changed to rust or iron oxide. The sand retains the iron oxide until the filter is backwashed and recharged with potassium permanganate. The filter will operate for water with a pH value between 7 and
8. The iron should not exceed 20 parts per million.
Water containing more than 20 parts per million iron or water with organic complexed iron can be treated best by
chlorination and filtration. Super chlorination plus pH adjustment may be necessary. Complexed iron causes a condition
where humic acids or other organic matter make oxidation difficult.
Commercial Drip Maintenance Treatment Solutions
Several commercial solutions are available, which contain a mixture of ingredients to deal with pH, iron, and hardness
water problems. These commercial products come with instructions on dilution concentrations for daily maintenance
or “shock” treatment to unclog plugged lines. For small producers getting started with drip irrigation, these commercial
products should be considered as a water treatment.
Iron Removal by Potassium Permanganate
Iron also can be removed from water by an oxidizing filter charged with manganese- processed sand. The filter retains
oxygen when regenerated with potassium permanganate. As water flows through the oxygen-charged fiber bed, iron
unites with the oxygen and is changed to rust or iron oxide. The sand retains the iron oxide until the filter is backwashed and recharged with potassium permanganate. The filter will operate for water with a pH value between 7 and
8. The iron should not exceed 20 parts per million.
Water containing more than 20 parts per million iron or water with organic complexed iron can be treated best by
chlorination and filtration. Super chlorination plus pH adjustment may be necessary. Complexed iron causes a condition
where humic acids or other organic matter make oxidation difficult.
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Commercial Drip Maintenance Treatment Solutions
Several commercial solutions are available, which contain a mixture of ingredients to deal with pH, iron, and hardness
water problems. These commercial products come with instructions on dilution concentrations for daily maintenance
or “shock” treatment to unclog plugged lines. For small producers getting started with drip irrigation, these commercial
products should be considered as a water treatment.
Summary
Drip irrigation is an extremely efficient method of controlling processes, such as availability and uptake of water and
minerals. The correct use of a drip irrigation system requires different approaches or methodology than those used in
conventional irrigation systems. This involves thinking in terms of frequent irrigation intervals, correct emitter selection
and spacing for soil type and topography, control of irrigation depth, and more exacting maintenance of the system. It
is important to consult an irrigation specialist in designing a drip irrigation system, so that the system will indeed perform as expected.
Correct use of a drip irrigation system can save water, reduce potential for groundwater pollution, improve water use
efficiency, reduced disease pressure and any allow prescription nutrient applications.

SWD SCOUTING UPDATE
Colleen Burrows
WSU Whatcom County Extension

The Whatcom County SWD scouting program was centered
around raspberry this year, and the traps were pulled out in
the end of July. SWD trap counts this year in raspberries
were low in almost all areas through the season. Traps that
caught SWD early in the season showed very low or zero
trap counts following the timing of the first treatment at the
end of June. Skagit County fields showed a similar trend,
with few SWD found throughout the season.
WSU Whatcom County Extension SWD Website
http://whatcom.wsu.edu/ipm/swd/scouting.html.

Find details of these results at:
http://whatcom.wsu.edu/ipm/swd/scouting.html.
Trap counts in other trials in blueberries have increased in the last week or two in Whatcom and Skagit Counties. Lynell
Tanigoshi and his team have noticed that their counts have been steadily increasing with the warming weather. This is
the time to be vigilant in treating for SWD.
We are currently testing out different SWD trap types in blueberries to see if any are more attractive to SWD. Traps are
tested with standard apple cider vinegar bait: two are commercially produced traps, one is a red cup with holes drilled
as the standard, and one is the standard clear cup. We are also testing the sugar & yeast bait in the standard traps. We
will have a report on this project in an upcoming newsletter. If you are interested in seeing any of these traps, contact
Colleen Burrows (cburrows@wsu.edu).
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WEATHER RECOUNT
All information here is derived from the four weather WSU AgWeatherNet stations (http://weather.wsu.edu/
awn.php) in Whatcom County. Current weather conditions can be found at: http://whatcom.wsu.edu/ag/
currentdata.html. Station information can be found here.

Lawrence
Station

Nooksack
Lynden Station Ten Mile Station
Station

Accumulated Growing Degree Days (GDD)
Base 50F June 15-July 14 2012

488

509

482

459

Accumulated GDD 2012

1002

1112

994

944

Accumulated GDD 2011

861

899

840

763

Accumulated GDD 2010

1005

1177

1021

922

Accumulated GDD 30-Year Average

1010

966

1062

919

0.74"

0.62"

1.95"

0.79"

90

92

90

91

48

49

48

45

Accumulated Monthly Precipitation
06/15/12-07/15/12
Maximum Air Temperature
06/15/12-07/15/12
Minimum Air Temperature
06/15/12-07/15/12

WSU Whatcom County Extension
Chris Benedict & Colleen Burrows
www.whatcom.wsu.edu/ag
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